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FEATURES

TECHNICAL INFORMATION

•
•
•
•
• 

•
• 

17mm chipboard covered with veneer, with 1,5mm edging;
18mm MFC melamine with 1mm ABS edging.

•
• 

17mm chipboard covered with veneer, with 1,5mm edging;
18mm MFC melamine with 2mm ABS edging.

•
•
• 

Exterior part (front and side facades) melamine or veneer;
18mm MFC melamine with 1mm ABS edging;
17mm chipboard covered with veneer, with 1,5mm edging.

•
•
• 

•
• 

Free-standing reception unit for standard sit-stand or fixed height desks
Easy assembling
Front panels can be pressed with veneer or melamine
2 different sizes
2 different styles

16mm MFC melamine with 1mm ABS edging;
18mm MDF;
Black (J4) or white (M1).

17 chipboard covered with veneer, with 1,5mm edging;
16mm MFC melamine with 2mm ABS edging.

Plinth

Top of the upper unit

Carcass

Facades 

RICCARDO Reception Desk

Back/inside panel unit



RANGE

2204 3214

10
22

10
22

H=1100

FRONT/SIDE PANEL DESIGN  



Whitened Oak (D1) Amber Oak (D2) White (M1) Pearl Grey (N3)

1 Group 

Dark Grey (N1)

Melamine

Ash (V1) Oak (AA) Walnut (RR) Ash Stained Black
(N61)

1 Group 

Ash Stained Dark
Brown (N62)

Walnut Stained Grey
(N63)

2 Group 

Veneer 

Riccardo  / Colours

Sand Ash (D3) Dark Walnut (D4) Grey Wood (D5) Cubanit Grey (N2)

2 Group 

Black (J4)

Black (A) Mettalic (M) White (E) Dark Grey (T1)

Metal 
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